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	Daktronics BA-618 Architect Specifications.pdf
	Part 1 GENERAL
	Part 2 PRODUCTS
	2.01 manufacturer
	2.02 Product
	A. Daktronics BA-618 single-sided baseball scoreboard displays HOME and GUEST scores to 99 and INNING to 19 and indicates BALL, STRIKE, OUT, and H (hit) or E (error).

	2.03 Scoreboard
	A. General information
	1. Dimensions: 5'-0" (1.52 m) high, 14'-0" (4.27 m) wide, 0'-8" (203 mm) deep

	B. Construction
	1. Alcoa aluminum alloy 5052 for excellent corrosion resistance
	2. Scoreboard back, face, and perimeter: 0.063" (1.60 mm) thick
	3. Scoreboard top and bottom: 0.125" (3.18 mm) thick

	C. Digits & Indicators
	1. LED color [White]
	2. HOME, GUEST and INNING digits: 18" (457 mm) high
	3. BALL, STRIKE, OUT, H, and E indicators: 2" (51 mm) diameter
	4. Seven bar segments per digit
	5. PanaView® LED digit technology
	6. All digits and indicators are sealed front and back with weather-tight silicone gel

	D. Captions
	1. Vinyl applied directly to scoreboard face
	2. HOME and GUEST captions: 12" (305 mm) high
	3. INNING caption: 10" (254 mm) high
	4. BALL, STRIKE, OUT, H, and E captions: 8" (203 mm) high
	5. Color: standard white or others available upon request

	E. Accessory Equipment
	1. [Vinyl striping applied around the scoreboard face]
	2. [Custom team name caption in place of HOME] [Team names on changeable panels]


	2.04 SCORING CONSOLE
	A. Console is an All Sport® 1600 controller


	Part 3 EXECUTION
	3.01 EXAMINATION



